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 APPENDIX A: THEATRE 54 TECHNICAL RIDER 

 

 
DIMENSIONS, BASIC LAYOUT & INFRASTRUCTURE 
 

 theatre measures 22ô0ò wide x 36ô0ò long 

 sprung masonite floor 

 3 entrance / exits in opposite corners of theatre 

 1 permanent column on one side of theatre  

 permanent lighting grid squared at approx. 4ô0ò intervals 

 grid height is 8ô11ò 

 distribution of 24 circuits across grid as per house plot 

 ceiling height is APPROX. 11ô0ò (several beams and pipes intersect between grid and ceiling) 

 12 Steeldeck risers, 6ô0ò x 3ô6ò (height variable), available for audience or stage 

 75 black, padded, armless, stackable chairs (excess chairs can be stored elsewhere) 

 all walls painted FLAT black, floor & risers painted SEMI-GLOSS black 

 isolated, independent air-conditioning system 

 Edison electrical outlets throughout theatre 

 dimmable worklights throughout theatre (installed in ceiling) 
 

BACKSTAGE FACILITIES 
 

 1 unisex dressing room for approx. 12 performers, with vanity lighting, mirrors, tables, chairs and costume rack  

 additional dressing rooms available at extra charge 

 performers & crew must use public washrooms (same floor near theatre) 

 there are NO showers or laundry facilities 

 access to all 3 entrance / exits 

 Enclosed control booth for approx. 3 crew  

 
LIGHTING SYSTEM 
 

 ETC Sensor dimmer pack w/ 24 dimmers 

 ETC Express 24/48 programmable console w/ monitor 

 

LIGHTING INVENTORY 
 

 6  36  ETC Source Four Jr. (HPL 575w)  

 8  50  ETC Source Four Jr. (HPL 575w)  

 14 Altman 65Q 6ò Fresnels (BTL 500w)  

 6 Par 64 MFL (1000w)  

 Sundry cables, 2fers, adaptors 

 

 Each unit comes with gel frame, C-clamp, safety cable 

 ETC pattern holder Size M available for Source Four Jr. 

 Color / diffusion media NOT provided 
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SOUND SYSTEM 

 

 4 Electro Voice EVID-4.2 speakers permanently mounted in 4 top corners of theatre 

(2-Way 200-Watt passive installation speaker with dual 4" woofers and 1" titanium tweeter) 

 1 QSC RMX 850 power amp 

 2 American Audio DCDPRO310 CD players (please note some custom CDs do not function on these players ï preliminary 

tests are recommended) 

 2 Sony cassette decks 

 1 Yamaha MG124 CX 12 channel mixing console 

 

 All playback equipment racked and wired into Furman PL8 ï Series II power conditioners 

PROGRAM SOUND 

 1 Shure EasyFlex boundary microphone installed in ceiling of center of theatre 

 2 small speakers broadcasting to control booth & dressing room 

VIDEO PROJECTION EQUIPMENT 

 

 Extra rental charge applies (negotiated on a case by case basis) 

 Sharp XR-10X XGA (1024 x 768) DLP multimedia projector, 2000 ANSI Lumens 

 Sony SLV-D370P progressive-scan DVD/VCR combination player  

 

SOFT GOODS 
 

 8 black velour panels, 8ô0ò wide X 8ô11ò tall (weighted at bottom, grommets at top) 

 

SUNDRY EQUIPMENT & TOOLS 
 

 Several ladders of various sizes 

 Slop sink for paint clean-up 

 Shop Vac, mop & bucket, and brooms 

 

 


